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DETAIL [B] FIDUCIAL MARK

UNMASKED AREA
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DETAIL [C] ROUTING
SPECIFICATION

Board Edge

total route=0.0940.10

DETAIL [D] TOOLING HOLE
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DETAIL [D]  X 2

*INDIVIDUAL BOARDS IN PANEL TO BE NUMBERED IN CONSECUTIVE ORDER*

V-SCORE MUST NOT: DAMAGE COPPER ARTWORK OR
ALTER THE APPEARANCE OF SILKSCREEN LEGEND.

BOARD OUTLINE MUST REMAIN WITHIN +/- 0.010 OF 
DIMENSION CALLED OUT ON FABRICATION DRAWING
AFTER SCORING.

AF-0502/REV E

TOLERANCES ON:
2 PLACES +/- 0.01
ANGLES +/- 0.5
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UNLESS OTHERWISE SPECIFIED ON ACTUAL DRAWING 
DIMENSIONS ARE IN INCHES AND TOLERANCES ARE LISTED BELOW.

PANELIZATION DRAWING
ADCO DRWG#: ADCO BRD #:

DESCRIPTION:

ADCO REV

ADCO DRAWING REVISION HISTORY
DATE REV. CHANGES INCORPORATED CN# CHG. BY

BRD REV

1 2 3 4 5 6 7 8

1 2 3 4 5 6 7 8

A

B

C

D

E

F

G

H

A

B

C

D

E

F

G

H

0
.5

0

0.25

8
.0

7
4 8
.3

2
4

8
.5

7
4

6.515

6.765


	Page 1

